KC-BK-01(BIKE ALARM) & KC-BK-02(BIKE ALARM WITH PUSH BUTTON)
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5. Anti-Robbery Mode
If robbed while riding, press the Arm @ button once—the engine will shut off immediately, the horn will sound,
and the turn signals will flash. Press the Disarm I% button to stop the alarm.

6. Auto-Arming (Programmable)
When the key is removed and the engine is turned off for 60 seconds, it will automatically enter the anti-theft
mode, the horn will beep once and the directional lights will flash once.

To activate this function, turn on ACC to ON position, press the Arm @ and Disarm button [% atthe same time
for 2 seconds, the directional lights will flash once and the horn will beep once.

Deactivation: Turn the ACC ON, then press the Arm @ and Disarm button é)] at the same time for 2 seconds,
the directional lights will flash twice and the horn will beep twice.

Note:Factory default: Auto-arming is disabled.

7.Re-Arming

If the alarm is disarmed via remote, but the engine isn’t by key, the system will re-arm automatically after 60
seconds.

8. Push button engine start /stop (only works if contains engine start/stop button)
Engine start :After disarming, the start button LED will blink.

Short press the button to turn on the ignition (dashboard lights up, power is on).

Press the button again to start the engine (LED stays on, ready toride).

Engine stop: While the engineis running, long press the engine button for 2 seconds to turn off the engine
(LED returns to blinking).
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(_ OPERATION MANUAL )

1. Disarming the Alarm

Press the Unlock @] button on the remote, and the horn will beep twice ("beep beep"), while the turn signals
flash twice. The system will exit the anti-theft mode (the vehicle can now be safely started).

2. Arming the Alarm
Press the Arm @ button on the remote, and the horn will beep once ("beep"), while the turn signals flash once.
After 3 seconds, the anti-theft system will activate.

*If the ignition is turned on illegally, the alarm will trigger (siren sounds).

*If the motorcycle is lightly shaken, the alarm will trigger (turn signals flash 3 times, horn beeps 3 times).

*If the motorcycle is continuously shaken, the alarm will trigger (siren sounds).

Pressing any button (@ /)’/@) on the remote will stop the alarm, but the system will not exit alarming mode.
Only after pressing the Disarm button @] will fully exit arming systems.

3. Remote Start
With the vehicle in neutral, press the start button # on the remote twice to start the engine (no key required).

Note:
The system includes a neutral detection function. During installation, connect the purple neutral detection wire
to the neutral switch. For motorcycles without gears, connect the purple gear detection wire to ground.

4. Car Searching

Press the car searching button % once: The horn will sound, and the turn signals will flash to indicate the vehicle’s
position. Press the car searching button again to stop the alarm.
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9. Emergency Disarm

When the systemis in alarm status, if the remote control is lost or you cannot disarm the system with the remote
control, you can disarm by the following method: Insert the key and turn ACC from OFF to ON 10 times within
10 seconds, and finally keep it in the ON position, and the system will be disarmed after 3 seconds.

10. IBRATION SENSITIVITY ADJUSTMENT

While disarmed, press and hold the car searching button $ for 2 seconds.

The horn will beep(1-6 beeps) to indicate the sensitivity levels, you can adjust the vibration sensitivity according to
your request:

Level 1: Bi (beep one time, Press disarm button @ to choose the lowest sensibility of sensor)

Level 2: Bi Bi (beep twice, Press disarm button @ to choose the 2nd level of sensitivity of sensor)

Level 3: Bi Bi Bi (beep 3 times, Press disarm button @ to choose the 3rd level of sensitivity of sensor)

Level 4: Bi Bi Bi Bi (beep 4 times, Press disarm button [% to choose the 4th level of sensitivity of sensor)

Level 5: Bi Bi Bi Bi Bi (beep 5 times, Press disarm button @] to choose the 5th level of sensitivity of sensor)

Level 6: Bi Bi Bi Bi Bi Bi (beep 6 times, Press disarm button @ to choose the highest level of sensitivity of sensor)
Factory setting in level 2.

11. Shock Sensor Alarming

The alarm system features a progressive warning for vibration detection:

The first time a vibration is detected, the siren will sound two short beeps. If a second vibration is detected, the
siren will again sound two short beeps.

Upon the third vibration detection, the siren will activate a continuous, full-volume alarm.

12. Remote control learning code

Turn the ACC OFF-ON 10 times within 10 seconds, finally stop at ON position. the siren will beep 3 times quickly
to indicate in code learning mode. Press any button on the first remote—the horn beeps once, indicate the new
remote code learning successfully.
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13.Bluetooth operation
1.Download APP: KeyCare Auto

Getinon

Google Play

H .
Rk @l
o ol B

Pl gy,
Download on the

App Store

ios Android

2.Click on the APP, at this time the home page shows the interface of the car

KeYCare

Auto Security

Systems

3.Click on Settings to change the
motorcycle interface

4 At this time, the Vehicle Type is selected
as “Car”and needs to be changed to “Bike”.

KEYCane

Auto Open

Automatically unlock when entering Bluetooth
valid range

Operation Prompt

Vehicle Type

Match Bluetooth

Change Password
Change device password

Device Name Setting
Click to set device name

App Version Information

KeyCare Auto V3-T1-30-Build824-07
Click here
& o & o
Control Setting Control Setting
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5.After replacing it, click home 6.Home page shows the motorcycle
page interface
Auto Open
ally unlock when entering Bluetooth .
5 14. Diagrjlam Red
KEYCare Brown
Operation Prompt Z = | e R
1
! Engine start :
X +/-(optional)
=) !
\_ — 1 Red(+) : ACC
Vehicle Type ' Black() |
1
Match Bluetooth
¢ O'range Positive Power
& Pink ! ) ©)
Change Password % Grey | X Battery
Change device password S E Immobilizer control DC 12V
Device Name Setting E E (Black & white normally)
Click to set device name @ Blue Start(+/—)
App Version Information Yollow Light
V3-T1-30-Build824-07 L Yellow Light
J Black t® )i
Purple
Antenna —

\J
L4

Setting

.‘Q
Control Setting
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Neutral gear wire
Remark: If without neutral gear,

need connect purple wire to ground.
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